


Technical Specification

Measurement Measuring Range Accuracy* Resolution

400mV 0.1mV

4V 0.001V

40V 0.01V

400V 0.1V

1000V 1V

400mV 0.1mV

4V 0.001V

40V 0.01V

400V 0.1V

750V ±(1.0% + 3 counts) 1V

400µA 0.1µA

4mA 0.001mA

40mA 0.01mA

400mA 0.1mA

4A 0.001A

10A ±(2.0% + 10 counts) 0.01A

400µA 0.1µA

4mA 0.001mA

40mA 0.01mA

400mA 0.1mA

4A 0.001A

10A ±(3.0% + 10 counts) 0.01A

400Ω 0.1Ω

4kΩ 0.001kΩ

40kΩ 0.01kΩ

400kΩ 0.1kΩ

4MΩ 0.001MΩ

40MΩ ±(2.0% + 5 counts) 0.1MΩ

40nF 0.01nF

400nF 0.1nF

4µF 0.001µF

40µF 0.01µF

100µF 0.1µF

Voltage (V) 1V Forward biased voltage drop 0.001V

Ohms (Ω) 400Ω Beep at <40Ω 0.1Ω

Current

±(1.2% + 3 counts)
DC (A)

AC (A)
±(1.5% + 5 counts)

±(1.2% + 2 counts)

Farads (F)

Voltage

±(0.7% + 2 counts)DC (V)

AC (V)
±(0.8% + 3 counts)

Diode

±(3.0% + 3 counts)

Continuity

Ohms (Ω)

Resistance

Capacitance
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Technical Specification (Cont.)

Measurement Measuring Range Accuracy* Resolution

9.999Hz 0.001Hz

99.99Hz 0.01Hz

999.9Hz 0.1Hz

9.999kHz 0.001kHz

99.99kHz 0.01kHz

199.9kHz 0.1kHz

>200kHz For Reference Only

Duty Cycle (%) 0.1-99.9% ±3.0% 0.1%

RH (%) 20-95% ±5.0% 0.1%

-4-32°F ±5.0% or ±6°F

32-752°F ±1.0% or ±4°F

752-1832°F ±2.0%

-20-0°C ±5.0% or ±3°C

0-400°C ±1.0% or ±2°C

400-1000°C ±2.0%

Lux 4000 Lux 1 Lux

x10 Lux 40000 Lux 10 Lux

Product Information Distributed By:

Dimensions (LxWxH):

 7.7"x3.6"x2.2"/195x92x55 (mm)

Weight: 0.88 lbs (400 g)

Saftey Rating: CAT. II 1000V

CAT. III 600V

Warranty: 3 years

Luminance

±(5.0% + 10 counts) at color temp: 

2856K

Sound Level

±(3.5%dB at 94dB, 1 kHz sine 

wave)
40-100dBDecibels (dB) 0.1dB

0.1°C

1°F
Thermocouple 

(°F/°C)

Frequency
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* All accuracies indicated in this document were stated in laboratory conditions and can be guaranteed for measurements 

carried out in the same conditions or under required conditions.

Hertz (Hz)
±(2.0% + 5 counts)

Relative Humidity

Temperature

Thermoresistor 

NTC Sensor 

(°F/°C)

32-104°F ±2.0°F 0.1°F

0-40°C ±2.0°C
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